Z Instantel

Date/Time

Range Geo : 10.00 in/s

Record Time 30.0 sec at 1024 sps

Job Number: 5177
Notes

Extended Notes

Measured at irrigation canal outlet gate 61' from vibes at station 154.5

Manual at 06:43:06 August 12, 2010

NE-1

Serial Number BE11100 V 10.10-8.17 MiniMate Plus
Battery Level 6.4 Volts

Unit Calibration October 21, 2009 by Instantel Inc.
File Name M100DD6Q.NUO

Post Event Notes

USBM RI8507 And OSMRE

10+ } ——f———++4 } 1
Tran Vert Long 1 1
PPV 0.110  0.0850 0.175 in/s 5 —+
ZC Freq 16 20 20 Hz 1 1
Time (Rel. to Trig) 13471 13.841 13.870 sec 1 1
Peak Acceleration 0.0530 0.0398 0.0663 g
Peak Displacement 0.00113 0.00079 0.00150 in 5|
Sensor Check Disabled Disabled Disabled
Frequency *kk *kk *kk HZ
Overswing Ratio b b b Q 1
Peak Vector Sum 0.197 in/s at 13.871 sec £ 1
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Time Scale: 1.00 sec/div Amplitude Scale: Geo: 0.100 in/s/div

Printed: September 7, 2010 (V 10.06 - 10.06)

Format Copyrighted 2006-2008 Instantel, a division of Xmark Corporation
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