Z Instantel

Date/Time
Range Geo : 10.00 in/s
Record Time 25.0 sec at 1024 sps
Job Number: 5177

Notes

Extended Notes

Measured at concrete irrigation ditch 28' from vibes at station 173.5

Manual at 14:57:42 August 22, 2010

EW-3

Serial Number BE11100 V 10.10-8.17 MiniMate Plus
Battery Level 6.4 Volts

Unit Calibration October 21, 2009 by Instantel Inc.
File Name M100DDPW.860

Post Event Notes

USBM RI8507 And OSMRE

104 } — } 1 F————+1
Tran Vert Long T T
PPV 0.245 0.535 0.520 in/s 51 €
ZC Freq 21 24 20 Hz
Time (Rel. to Trig) 2.380 2882 23.594 sec
Peak Acceleration 0.119 0.239 0199 g T 1
Peak Displacement 0.00174 0.00356 0.00371 in )
Sensor Check Disabled Disabled Disabled |
Frequency *kk *kk *kk HZ
Overswing Ratio i i i —
) 1-
Peak Vector Sum 0.583 in/s at 2.964 sec f= ]
2 i
g 05
°
>
0.2
0.1
0.05—
0.0394
1
Frequency (Hz)
Tran: + Vert: x Long: @
—f 1 F—ff————f—
Long 4 " “Hl” it 0.0
Vert S m— 11 — 0.0
Tren —»MWM%W MWM‘F 00
—f 1 F—ff————f—
0.0 4.0 8.0 12.0 16.0 20.0 24.0

Time Scale: 1.00 sec/div Amplitude Scale: Geo: 0.200 in/s/div

Printed: September 8, 2010 (V 10.06 - 10.06)

Format Copyrighted 2006-2008 Instantel, a division of Xmark Corporation
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