WellName: INEL-1

<table>
<thead>
<tr>
<th>Feature</th>
<th>Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>Facility</td>
<td>MIDDLE</td>
</tr>
<tr>
<td>Well Type</td>
<td>Observation</td>
</tr>
<tr>
<td>Well Status</td>
<td>Active</td>
</tr>
<tr>
<td>Year Drilled</td>
<td>1979</td>
</tr>
<tr>
<td>Total Depth</td>
<td>10335 ft</td>
</tr>
<tr>
<td>Completion Depth</td>
<td>10333 ft</td>
</tr>
<tr>
<td>Driller</td>
<td>Brinkerhoff</td>
</tr>
<tr>
<td>Geologist</td>
<td>NF</td>
</tr>
<tr>
<td>Drilling Method</td>
<td>Rotary</td>
</tr>
<tr>
<td>Drilling Fluid</td>
<td>NF</td>
</tr>
<tr>
<td>Water Level</td>
<td>306 ft BLS Date: 05/02/79</td>
</tr>
<tr>
<td>Water Level Access</td>
<td>NF</td>
</tr>
<tr>
<td>Water Level Date</td>
<td>05/02/79</td>
</tr>
<tr>
<td>Land Surface</td>
<td>4872.920BC</td>
</tr>
<tr>
<td>Screen Diameter</td>
<td>8.0 ft</td>
</tr>
<tr>
<td>Screen Type</td>
<td>Perforated</td>
</tr>
<tr>
<td>Screen Material</td>
<td>NF</td>
</tr>
<tr>
<td>Slot Size</td>
<td>NF</td>
</tr>
<tr>
<td>Slot Length</td>
<td>NF</td>
</tr>
<tr>
<td>Screen Packing</td>
<td>NF</td>
</tr>
<tr>
<td>Water Level Access</td>
<td>NF</td>
</tr>
<tr>
<td>Water Level</td>
<td>4876.498BC</td>
</tr>
<tr>
<td>Water Level Date</td>
<td>05/02/79</td>
</tr>
<tr>
<td>Water Level Access</td>
<td>NF</td>
</tr>
<tr>
<td>Water Level</td>
<td>4876.498BC</td>
</tr>
<tr>
<td>Water Level Date</td>
<td>05/02/79</td>
</tr>
<tr>
<td>Water Level Access</td>
<td>NF</td>
</tr>
<tr>
<td>Water Level</td>
<td>4877.689MP</td>
</tr>
<tr>
<td>Water Level Date</td>
<td>05/02/79</td>
</tr>
<tr>
<td>Water Level Access</td>
<td>NF</td>
</tr>
<tr>
<td>Driller</td>
<td>Brinkerhoff</td>
</tr>
<tr>
<td>Geologist</td>
<td>NF</td>
</tr>
<tr>
<td>Drilling Method</td>
<td>Rotary</td>
</tr>
<tr>
<td>Drilling Fluid</td>
<td>NF</td>
</tr>
<tr>
<td>Water Level</td>
<td>306 ft BLS Date: 05/02/79</td>
</tr>
<tr>
<td>Water Level Access</td>
<td>NF</td>
</tr>
<tr>
<td>Water Level Date</td>
<td>05/02/79</td>
</tr>
<tr>
<td>Water Level Access</td>
<td>NF</td>
</tr>
<tr>
<td>Water Level</td>
<td>4872.920BC</td>
</tr>
<tr>
<td>Water Level Date</td>
<td>05/02/79</td>
</tr>
<tr>
<td>Water Level Access</td>
<td>NF</td>
</tr>
<tr>
<td>Water Level</td>
<td>4876.498BC</td>
</tr>
<tr>
<td>Water Level Date</td>
<td>05/02/79</td>
</tr>
<tr>
<td>Water Level Access</td>
<td>NF</td>
</tr>
<tr>
<td>Water Level</td>
<td>4876.498BC</td>
</tr>
<tr>
<td>Water Level Date</td>
<td>05/02/79</td>
</tr>
<tr>
<td>Water Level Access</td>
<td>NF</td>
</tr>
<tr>
<td>Water Level</td>
<td>4877.689MP</td>
</tr>
<tr>
<td>Water Level Date</td>
<td>05/02/79</td>
</tr>
<tr>
<td>Water Level Access</td>
<td>NF</td>
</tr>
<tr>
<td>Water Level</td>
<td>4877.689MP</td>
</tr>
<tr>
<td>Water Level Date</td>
<td>05/02/79</td>
</tr>
<tr>
<td>Water Level Access</td>
<td>NF</td>
</tr>
</tbody>
</table>

Basalt
0 to 92 ft.
Cinders
92 to 113 ft.
Basalt
113 to 453 ft.
Cinders
453 to 480 ft.
Basalt
480 to 539 ft.
Sand and Gravel
539 to 567 ft.
Basalt
567 to 680 ft.
Sand / Silt / Clay
680 to 716 ft.
Basalt
718 to 813 ft.
Cinders
813 to 845 ft.
Sand / Silt / Clay
845 to 966 ft.
Basalt
966 to 1007 ft.
Sand / Silt / Clay
1007 to 1040 ft.
Basalt
1040 to 1100 ft.
Sand / Silt / Clay
1100 to 1133 ft.
Basalt
1133 to 1213 ft.
Sand / Silt / Clay
1213 to 1533 ft.
Basalt
1533 to 1633 ft.
Sand / Silt / Clay
1633 to 1659 ft.
Basalt
1659 to 2166 ft.
Tuffaceous Interbed
2166 to 2446 ft.
Welded Tuff
2446 to 2800 ft.
Tuffaceous Interbed
2800 to 2846 ft.
Welded Tuff
2846 to 3039 ft.
Tuffaceous Interbed
3039 to 3080 ft.
Welded Tuff
3080 to 3312 ft.
Tuffaceous Interbed
3312 to 3353 ft.
Welded Tuff
3353 to 3426 ft.
Tuffaceous Interbed
3426 to 3454 ft.
Welded Tuff
3454 to 4233 ft.
Tuffaceous Interbed
4233 to 4289 ft.
Welded Tuff
4289 to 4457 ft.
Tuffaceous Interbed
4457 to 4512 ft.
Welded Tuff
4512 to 4774 ft.
Tuffaceous Interbed
4774 to 4800 ft.
Welded Tuff
4800 to 5080 ft.
Tuffaceous Interbed
5080 to 5106 ft.
Welded Tuff
5106 to 5987 ft.

Survey Marker:
Concrete Pad or Apron
Protective Posts or Fence Posts
Basalt
0 to 92 ft.
Cinders
92 to 113 ft.
Basalt
113 to 453 ft.
Cinders
453 to 480 ft.
Basalt
480 to 539 ft.
Sand and Gravel
539 to 567 ft.
Basalt
567 to 680 ft.
Sand / Silt / Clay
680 to 716 ft.
Basalt
718 to 813 ft.
Cinders
813 to 845 ft.
Sand / Silt / Clay
845 to 966 ft.
Basalt
966 to 1007 ft.
Sand / Silt / Clay
1007 to 1040 ft.
Basalt
1040 to 1100 ft.
Sand / Silt / Clay
1100 to 1133 ft.
Basalt
1133 to 1213 ft.
Sand / Silt / Clay
1213 to 1533 ft.
Basalt
1533 to 1633 ft.
Sand / Silt / Clay
1633 to 1659 ft.
Basalt
1659 to 2166 ft.
Tuffaceous Interbed
2166 to 2446 ft.
Welded Tuff
2446 to 2800 ft.
Tuffaceous Interbed
2800 to 2846 ft.
Welded Tuff
2846 to 3039 ft.
Tuffaceous Interbed
3039 to 3080 ft.
Welded Tuff
3080 to 3312 ft.
Tuffaceous Interbed
3312 to 3353 ft.
Welded Tuff
3353 to 3426 ft.
Tuffaceous Interbed
3426 to 3454 ft.
Welded Tuff
3454 to 4233 ft.
Tuffaceous Interbed
4233 to 4289 ft.
Welded Tuff
4289 to 4457 ft.
Tuffaceous Interbed
4457 to 4512 ft.
Welded Tuff
4512 to 4774 ft.
Tuffaceous Interbed
4774 to 4800 ft.
Welded Tuff
4800 to 5080 ft.
Tuffaceous Interbed
5080 to 5106 ft.
Welded Tuff
5106 to 5987 ft.